
 

 
Combine Harvester ( Crawler type ) 

WE4LZ-10 

 
 
Technical data ( parameters ) ; 

Items : Specification : 
Model :  WE4LZ-10 
Structural types Whole-feed, self-propelled trucks 
Dimension : L x W x H  ( mm ) 3980 x 1980 x 1900 
Engine Model : Diesel Engine SF1115 
Complete output ( KW / HP / rpm ) 160.8 / 22 / 220 
Net Weight ( kg ) : 1200 
Cutting width  ( mm )  1360 
Feed capacity  ( kg/s) 1.0 



Cutter type / Stroke  ( mm ) Reciprocal Cutter / 76.2 
Cutter Table Auger Type   Spiral Spatule types 
Outer Diameter of Cutting Table Auger 365 mm 
Reel type Eccentric Spring Tine type 
Number of reel plates Chain harrow teeth type 
Threshing Cylinder type Axial-Flow Spike teeth type 
Concave plate type / Wrap angle Grate type / 220。 
Cleaning mode Vibration, fan blast, once-through Process 

Fan Type Agricultural Centrifugal Type 
Fan Diameter  ( mm )  250 
Diameter of grain discharging Auger / pitch ( mm) 135 / 108 
Track Width  ( mm ) 280 /1130 
PITCH / Number of Teeth track gauge  90 / 38 /846 
Cutting table Lifting Mode Hydraulic 
Number of grain outlets  Small grain tank ( double outlets ) 
Number of gears of the gear box Forward 3x2 / Reverse 1 x 2 
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Weizhou International Co., Ltd 
Address : No. 24, Lane 135 Wu-de St., chihjeng District 80647. Kaohsiung City, Taiwan ROC   

Mailing : P. O. Box 1394 kaohsiung City 800. Taiwan ROC  
Tel: 886-7-7169249    Fax: 886-7-2134620     Mobil Phone : 886-972326392 

e-mail: agri-machine@weizhou.com.tw 
Tel : 886-7-7169249   Fax : 886-7-2134620 

http://www.weizhou.com.tw/Agrimachine/Index-import.htm 
 http://www.weizhou.com.tw/Agrimachine/index-export.htm 

 


