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沙灘清潔車
Matador

The Matador is one of the most eye-catching new beachcleaners. An awesome new generation 

that stands out in comparison to other models, specially designed for professionals, with a 

huge capacity and technological performances and specific supplies of which the quality and 

the user-friendliness have been remarkably improved. 

 It confirms the professional nature of the Matador and it is capable of all kinds of cleaning. 

瑋洲企業有限公司
地址：台灣高雄市前鎮區武德街135巷24號        
信件請寄：高雄市郵政信箱1394號
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Address : No. 24, Lane 135 Wu-de St.,Kaohsiung City, Taiwan ROC  80647

Mailing : P. O. Box 1394 kaohsiung City. Taiwan ROC
Tel：886-7-7169249       Fax：886-7-2134620

E-Mail:agri-machine@weizhou.com.tw
http://www.weizhou.com.tw/Agrimachine/i-beachcleaner/index.htm

Line：weizohu1995  Skype：service450429  QQ：1467808036

mailto:dhooghe@beachcleaners.net
http://www.beachcleaners.net/


2 

Cleaning system & equipment 

The garbage on the surface of the sand is automatically mopped up by a big wear-resistant 

flexicoil roller. No problems with ropes! A wear-resistant plough knife absorbs the garbage 

under the surface of the sand and is adjustable in depth between 0 and 250 mm (adjustable by 

way of a third-point-system tractor).  

Three turning rubber shafts and a unique sieve surface of more than 6m² quicken the sieve 

capacity and limit the sand in the very large collection hopper which has a volume of 2.5m³ .  

The cleaned sand is perfectly finished by a hydraulic rubber levelling plate. 

mailto:dhooghe@beachcleaners.net
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Pick-up system 

The mount of the pick-up roller automatically follows the surface contours. Plastic, rope, 

rotating pick-up roller  
At the front of the machine, picks up the surface waste from the beach. 

Perfect for large woods and stones. stones and seaweed are picked up and brought into the 

machine. 

The pick-up roller has an extremely long service life > 4000 hours.  

The construction comprises a cage in spiral heat-galvanized steel tubes. 

No need for maintenance  

mailto:dhooghe@beachcleaners.net
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Sifting band (screen link) 

A rotating metal sifting band with a mesh  

opening sifts the sand from the waste. 

Sifts cigarettes, bottle tops, glass, etc….  

The start and finish is supported by  

rubberized axles: the wheel-drive axle  

with a diameter of 165 mm and the forward 

axle with diameter of 90 mm.  

The wheel-driving axle is hydraulically 

 secured and driven. 

The metal sifting band is subject to wear and stretches.  

The Matador is therefore equipped with an automatic  

tension system, leading to more time between maintenance. 

 Effective life expectancy between 500 and 1200 hours. 

An adjustable slanting position of the rubbered drive shaft 

prevents the metallic braided sieve belt from slanting. 

 The ball bearings are attached 

 to the ends of the axles and  

 protect against sand.  

The metal sifting band is made of spring steel and is available with various mesh openings: 

standard sizes: 15 x 25 – 20 x 30 – 30 x 30 – 35 x 40…Other sizes available on request. 
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Plow plate 

A plow plate scoops the sand up. The height can be regulated using the tractor’s third-point 

system. The depth can be adjusted between 0 to 30 cm. 

The construction consists of a wear-resistant heat-galvanised steel plate. 

Beating system 

There are tree beating axles inside the metal sifting band. They assist the process of separating 

the sand from the materials to be removed. It increases the working speed and reduces the 

remaining sand. 

Wear-resistant star-shaped rubber beaters turn in the direction of the metal sifting band. 

The beating axles are driven by the metal sifting band and the height can be adjusted 

mailto:dhooghe@beachcleaners.net
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Hopper 

The Matador has a 2.5  

cubic metre hopper and 

 located at the rear of 

the machine. 

It has a tipping height 

of  2m6. 

Tipping the hopper is done with four 

 hydraulic cylinders. 

 It is operated via the tractor’s 

hydraulic installation 

 (2x  double-action valve). 

mailto:dhooghe@beachcleaners.net
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Levelling system 

After the cleaning has been completed, the levelling system levels the sand and erases all tyre 

tracks. 

The beach becomes a lovely sight …………. 

The levelling system is operated hydraulically by means of a single hydraulic cylinder, via the 

tractor’s hydraulic installation (a double-action valve). 

mailto:dhooghe@beachcleaners.net
http://www.beachcleaners.net/


8 

Connection 

The Beach Cleaner is connected to the third point of the tractor by a towing arm that can be 

adjusted in height.  

The hydraulic connect is fastened directly to the tractor’s PTO. 

The hydraulic pump and female-type gear box is placed over the axle and attached to the 

tractor. Maximum RPMs is 540. 

The connection makes the combination extremely manoeuvrable. 

The depth can be adjusted, making a short turning radius possible. 

This is essential for small, narrow beaches. 

mailto:dhooghe@beachcleaners.net
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Tyres 

The Beach Cleaner Matador is equipped with wide tyres of type AW line profile width +/- 

505 mm and height +/- 920mm  

Optional: axle with wheel   

brakes with drum brakes 300 

mm diameter hydraulically 

braked  through   the tractor’s 

brake system and equipped with 

handbrake. 

mailto:dhooghe@beachcleaners.net
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Construction and rust treatment 

The Beach Cleaner is equipped with 5 mm plate steel of high-grade lazer quality. 

The chassis is self-bearing,  

reinforced with steel tube  

profiles.The steel plates  

and the steel tubes are  

permanently fastened  

with steel bolts DIN 8.8 

 and secured with safety 

nuts. Standard anti-rust  

treatment. Zinc. 

Parts 

For a good surface treatment, all metals are disposed of all 

fats by means of sandblast. The rough surface is treated by 

 an aluminium-zinc protection layer and is finished with  

2-component PolyDur layers of paint; undercoat white and 

 end colour grey (RAL 7021). 

Side panels 

Special surface treatment of the side protection panels. After the disposal of all fats, the entire 

plate is thermally galvanized in accordance with the Sendzimir process. Finished with three 2-

component layers of paint; undercoat All Metal white and end colour Auto Cryl yellow (RAL 

1003). After this, finished with an extra coat of varnish. 

mailto:dhooghe@beachcleaners.net
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 operating system (user-friendly operation and easy to use) 

depth control 

Can be operated easily by the tractor driver. Adjustable by means of the tractor’s third point 

system. 

Hopper 

Easy for the tractor driver to operate. Two  double-action valves controls the raising and 

lowering of the hopper. The two double-action valves is part of the tractor’s hydraulic system. 

Levelling plate 

Easy for the tractor driver to operate. A double-action valve controls the raising and lowering 

of the levelling plate. The single-action valve is part of the tractor’s hydraulic system. 

Braked wheel axle (optional) 

Easy for the tractor driver to operate. A single brake connection operates the brake cylinder. 

The brake valve is part of the tractor’s equipment. 

pick-up roller & sifting band (screen link) 

Speed depends on the RPMs of the power-take-off (PTO) tractor 

mailto:dhooghe@beachcleaners.net
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 Tested technology … fast, complete and efficient beach cleaning 

D’Hooghe Beach Cleaners works to achieve a perfect balance among functionality, longevity 

and price/quality. With nearly 25 years of experience in this cleaning technology and in 

manufacturing beach cleaners, we are at the top in our field. 

D’Hooghe beach cleaners cleaning technology makes it possible to adjust the machine easily. 

That makes it possible to achieve a fast, efficient and problem-free cleaning. 

The whole construction has been made very simple. No complex drives, but a robust ROP 

installation that is easy and simple to maintain. 

After a short training programme, all farm tractor drivers can clean beaches quickly with the 

machine. 

All beach cleaners have their limitations. That is why we have different models. 

What the Matador cannot clean : What the Matador can clean: 

 Stones larger than 30 cm  Stones smaller than 15 cm

 Continuous depth cleaning > 30 cm  Cigarettes, butts

 Seaweed at depths greater than 30 cm  Plastic, rope, glass

 Wood with dimensions greater than 80 cm  Pieces of wood

 Very fine ash, e.g. from a barbecue  Charcoal remains

 Working speed more then> 15 km/h  Working speed 4 - 12 km/h

 max 15 km/h on a level beach

 Cleaning in depth of 30 cm at high speed  The litter tourists leave behind

mailto:dhooghe@beachcleaners.net
http://www.beachcleaners.net/
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The Beach Cleaner Matador was specially designed to clean small to large-sized beach waste. 

Sifting band in small mesh 

opening. 

Cleaning of plastic pallets 

The tree beating rotating 

axles accelerate the sifting 

capacity and limit  

the sand in the hopper. 

The pick-up roller at the 

front of the machine, 

picks up the surface form 

the beach. 

Plastic and seaweed will 

be clean easily. 

mailto:dhooghe@beachcleaners.net
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main features & technical data 

environmental safety 

oil-leak protection 

The Beach Cleaner Supra is equipped with a high-quality hydraulic drive. Extra attention has 

been paid to possible oil leaks. Every hydraulic coupling has an internal rubber oil seal and an 

external double-lipped rubber oil-dowting ring. 

Recycling 

At the end of the equipment’s life cycle, more than 90% of the machine is recycled.  

Minimum power 

For efficient and fast cleaning, minimum power for the Matador of 80 hp is required for a flat 

beach.  

Larger or smaller tractors may be used depending on beach conditions.

mailto:dhooghe@beachcleaners.net
http://www.beachcleaners.net/
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Working breadth 

Total cleaning breadth is 2200mm The working breadth of the levelling plate is + 2m.50 

Noise/sound level 

The Beach Cleaner Supra generates 76 dB of noise in an open area  

attention: the machine is powered by a 30 kw 1500 tr/min electrical motor 

 Under normal conditions, the noise production of the tractor is greater. 

Capacity 

The max.capacity of the machine depends on: the tractor’s specifications, the driver, the 

contaminants present on the beach, the type of beach, type of the sand (wet or dry), the 

specifications and settings (depth) of the machine.  

Max capacity: max working speed 12 km/H 4 cm  
Working breadth 2m5 x 12 km/h = 30.000 m2 per hour 
max capacity = +/- 30.000 m2 per hour 

Practical test: Location De Panne Beach Belgium. Tested by the university of Ghent Belgium. 
4x 1000 m cleaning (0.816 Hectares) Cleaning dept +50mm PTO 450 rpm 
Total cleaning time 31min Total collected weight +/-288kg 
Alge: 26% - stone 19%  - Fishnets 12% Plastic 8% - wood 9% - rope 3% Plastic bottles 32% - 
paper 2% Metal 2% - can 2% - tetrabricks 1% Glas 1% - textile 1% - shells 0,5% Sand 0,05% - 
rest 0,5% 

Max 2m75 

mailto:dhooghe@beachcleaners.net
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Transmission 

Completely hydraulic TOP drive.Pump and group 3 gear box directly attached to 

PTO 1’3/8 6 can-tractor  

Pick-up system drive: hydraulic Orbitrol motor SAUER DANFOSS with pressure-

compensated, COMER reduction box. 

Sift-band drive: hydraulic Orbitrol motor SAUER DANFOSS with pressure-compensated, 

 COMER reduction box 

Equipped with large oil tank with oil dipstick,overpressure valve, long 25µm  filter 

Control & alarm systems 

The hydraulic installation has a safety overpressure valve to protect against overloading. 

There are no alarm systems 

installation and start-up time 

Before putting the machine into service, it should be configured by professionals 

Once the tractor has its coupling between machine and tractor, the connection time is 

approximately 10 minutes, easily, by one person (usually the tractor driver) 

Spare parts services world wide by TNT transport 

Transport 

The matador can be easy transport in a 20’ container for oversees our by truck 

mailto:dhooghe@beachcleaners.net
http://www.beachcleaners.net/
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Beach cleaner Matador technical information 

Technical data Matador 

 Capacity screen surface +6 M² 

 Operating cleaning width 2500mm 

 Cleaning depth up to 0-250mm 

 Beating rotating axles 3 

 Overall length 5400mm 

 Width Min 2320mm -  max 2750mm 

 Height 2155mm 

 Size of tires (standaard) 500/50-17 

 Net weight 2720kg 

 Unloading height 2m50 

 Hopper capacity 2,5M³ 

 Power take-off speed 540 RPM / PTO Z6,1 3/8" 

 Transmission hydraulic 

 Noise 75dB 

 Min-max power 70-130 kw 

 Corrosions protection/color zinc/2 component Yellow & grey  

 Attach to drawbar eye Cat.2 

 Tension roller for the screening belt Yes 

 Tractor hydraulics 3 double-acting circuits 

 Possible Sieve belts  15x25/20x30/30x30/35x40 heavy duty 

 Sifting band metal 17 mm 

The information contained herein is from data available at the time of publishing. 

mailto:dhooghe@beachcleaners.net
http://www.beachcleaners.net/


18 

Safety 

 Omologazione Limitata Per Piccola Serie della macchina Operatrice fabbrica

D’Hooghe machinebouw b.v.b.a

(ministry of infrastructure and transport of Naples) (European guidelines)

 Approval of all types of D’Hooghe beach cleaners

 Qualified machine guidelines certificate (CE norm)

 ARAB testing and examination

This machine must be used within its operating limits and for the purpose it was designed for. 

The machine may only be used by qualified and trained people who observe the safety and 

maintenance instructions. 

Make safety checks before using the machine. 

Never remove the protection. 

Do not get distracted when working with the machine. 

Unauthorized people should be at a safe distance from the working site. 

All maintenance on the machine is forbidden when the machine is moving. 

Do not exceed the maximum speed: empty on flat roads: 40 km/h; fully-loaded: 15 km/h; 

working speed: max.15 km/h. 

Replace blunt or damaged parts in time. 

Maintain the machine on a regular basis. 

Disconnect the machine for maintenance. Turn off the engine! Never walk under the load. 

Check the cleaned sand regularly to see if there are any dangerous objects such as pieces of 

1mm glass.  Those objects should be removed in a safe and appropriate manner.  

Do not clean suspicious or hazardous products. 

mailto:dhooghe@beachcleaners.net
http://www.beachcleaners.net/
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Cleaning conditions 

The machine must be used properly.  Cleaning it should be easy and without much trouble. 

If the pick-up roller and/or the web regularly block, it means that the work is too heavy for 

this machine.  The manufacturer of the machine retains all rights to judge whether the 

cleaning conditions for the cleaner concerned are good, sufficient or insufficient.  

 The faster and the deeper one cleans, the greater the wear! 

To avoid damage when using a levelling plate during the work, it should be first lifted when 

driving backwards. 

Any changes made to the machine must be approved in writing by the manufacturer – even if 

they have been carried out by the buyer at his own expense.  If there is no approval, all 

guarantee clauses, responsibilities or CE certificates become invalid.  

It is strictly forbidden to wash (or immerse) the machine with seawater. 

There is no guarantee for machine performance. Statements to that effect are only estimates.  

The manufacturer is not obliged, under any circumstances, to pay compensation for structural 

harm or damage to the beach.  

ATTENTION: 

IT IS FORBIDDEN TO CLEAN OBJECTS IF THEY ARE DANGEROUS FOR 

HUMANS AND ANIMALS 

There are many different objects on the beach, both in and on the sand.   

Objects larger than 10 cm³, large nets, bottles, sharp objects, etc. should be removed by hand 

(wear appropriate protective clothing).   

Containers with potentially hazardous products and explosives should be removed by a 

specialised company. 

mailto:dhooghe@beachcleaners.net
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 “Warranty & LIABILITY” 

By granting the assignment, the client agrees with the manufacturer’s general conditions of 

sale.  This clause can only be deviated from after explicit and written confirmation. 

When the machine leaves the factory, the manufacturer gives a guarantee for possible 

manufacturing faults with normal use of the machine.  

 The client has to include a detailed description of the defect.  We are not liable for repairs or 

changes made within or beyond the guarantee term by third parties or by the client without 

our written consent and therefore we shall not offer any compensation for such repairs or 

damages.  

 Our guarantee only regards the cleaning of sand, on the condition that we have a detailed 

written description of the sandy area to be cleaned.  If we do not have such a description, we 

cannot be held liable. 

. 

Screen link guarantee 

The machine is supplied with the screen-link opening requested by the client. 

A beach cleaner is not a stone remover, but it can remove stones smaller than 15 cm³ from the 

sand.  If larger stones are lifted, they should not be transported to the container but should be 

removed by hand (turn off the engine).  Bars that have been broken because they were 

working with objects that were too large are not covered by the guarantee (e.g. concrete 

parts).  When a bar breaks during cleaning, it should be removed immediately.  It can be 

replaced afterwards.  Every part of the screen link can easily be repaired if the mechanic 

receives a short training. 

Ball-bearings 

All bearings are supplied with a lithium soap grease filling.  The bearings can only be 

lubricated with the grease prescribed by the manufacturer.  Ask your dealer!  High-pressure 

lubrication is not allowed because it would open the sealing and shorten the life of the 

bearings. 

mailto:dhooghe@beachcleaners.net
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maintenance 

Maintenance  D’Hooghe Supra beach cleaner “Supra”  Maintenance 

regulations 

Working hours  - Repeat the cycle every control 

 cleaning : to wash with clean water 

 to lubricate 

 to change 

                                                              …………….action…………………. 
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machine 

Gearbox  oil type SAW 90 

< 10 H To change oil gearbox 

Level Oil (oil tank) 

Oil filter 25μm 

To change Oil (oil tank) (type HV 46) 

Tyre pressure 

Wheel nuts 

Wheel break (option) 

eye drawbar 

eye drawbar 

Bearings (1) 

bearings  (1) 

bearings(1) 

Screen tension 

screen 

screen 

Bearings wheel 

Revolving device hopper 

Sieve belt 
(1)  High-pressure lubrication is not allowed because it would open the seal and shorten the life of the bearings
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