
 

牧草割草機 
WE-Arrow 3700 Front 

 
 

Technical specifications 

Working width, cm 370 

Transport width, cm 350 

HydroBalance suspension standard 

Number of mowing discs, pcs 9 

Rotation speed of mowing discs, rpm 3100 

VOA, rpm 1000 

Conditioning rotor width, mm 2505 

Conditioning rotor, round forged steel fingers, 
counter bar 

standard 

Recommended tractor weight, min kg 3000 *) 

Swath width, approx. mm 700-1400 

Total weight, approx. kg *) 1250 

*) The weight of the tractor is depending of the working conditions.   

  



 

 

 

A Division of Ken-Ding Group 
瑋洲企業有限公司 

地址: 台灣高雄市前鎮區武德街 135 巷 24 號

信件請寄  : 高雄市郵政信箱 1394 號 

Tel：07-7169249       Fax：07-2134620 

Weizhou International Co., Ltd 
Address : No. 24, Lane 135 Wu-de St., Kaohsiung City, Taiwan 

ROC  80647 

Mailing : P. O. Box 1394 kaohsiung City. Taiwan ROC 

Tel：886-7-7169249       Fax：886-7-2134620 

E-MAIL：agri-machine@weizhou.com.tw 

http://www.weizhou.com.tw/Agrimachine/i-discmower/index.htm 

QQ：1467808036     SKYPE：service450429    LINE：weizhou1995 

Wechat : walterhsu1995  Viber :+886972326392  WhatsApp : +886972326392 
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